
ACC. SCHEDA BE09 CON DOPPIO RELÈ MULTIFUNZIONE
Questa istruzione è parte integrante del libretto dell’apparecchio sul quale viene installato l’accessorio. A tale libretto si rimanda 
per le REGOLE FONDAMENTALI DI SICUREZZA.

	 Prima di effettuare qualunque operazione togliere l’alimentazione elettrica dell’apparecchio.

	 Questo accessorio deve essere installato solo da personale professionalmente qualificato.

	 Evitare che i cablaggi vengano a contatto con le resistenze antigelo.

CONTENUTO DELLA CONFEZIONE:
Scheda interfaccia BE09 (cod. M038A)	 1	
Cablaggio A	 1
Cablaggio B	 1
Connettore 2 poli 	 1
Per il collegamento procedere come segue:
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Utilizzo della BE09 con funzione remotazione allarme
Con schede AKJ procedere come segue:
- 	utilizzare il cablaggio A
- 	 inserire il connettore Rast 4 vie nella posizione X2 della scheda AKM
- 	 inserire il connettore 3 vie del cablaggio nella scheda BE09 (CN2 o 
CN5)

Utilizzo della BE09 con funzione valvole di zona o pompa 
supplementare
Con schede AKJ procedere come segue:
- 	 utilizzare il cablaggio D
- 	 inserire il connettore Rast 5 vie nella posizione X21 della scheda AKJ
- 	 inserire il connettore 3 vie del cablaggio nella scheda BE09 (CN2 o CN5)
-	 selezionare la modalità di funzionamento BE09 come descritto sul ma-
nuale installatore della caldaia
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- 	smontare il mantello di caldaia 
- 	aprire il cruscotto secondo quanto riportato nel libretto della calda-
ia installata.

- 	inserire la scheda interfaccia BE09   a corredo (S) nell’apposita 
sede all’interno del cruscotto (fig. 1)



ACC. BE09 interface with 2 multifunctional relays 
The safety guidelines and instructions below are critical for this kit.  Also refer to the appliance (boiler) instructions for complete 
safety guidelines.  Below are BASIC SAFETY RULES for this kit only.  

	 Before attempting any operation, disconnect the appliance from the electrical supply.
 	 This accessory must only be installed by professionally qualified personnel
    	Do not allow the wiring to come into contact with the anti-freeze resistors.

KIT CONTENTS:
BE09 interface board (cod. M038A)	1
Wiring harness A	 	 	 	 1
Wiring harness B	 	 	 	 1
2-pole connector	 	 	 	 1
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For the connection proceed as follows:
-	 remove the boiler casing
-	 open the instrument panel as explained in the booklet of the boiler 
itself.

-	 insert the BE09 interface board supplied (S) in its seat inside the 
instrument panel (fig. 1). The BE09 board must fit into the desi-
gnated slot/location of the control box enclosure.

Use of the BE09 with alarm remote function
With the AKM board in boiler proceed as follows:
-	 use wiring harness A
-	 insert the 4 way Rast connector in position X2 of the AKJ board
-	 insert the 3 way connector of the wiring in the BE09 board (CN2 
or CN5)

With AKJ board type :
-	 use wiring harness B
-	 insert the 5 way Rast connector in position CN7 of the AKJ board
-	 insert the 3 way connector of the wiring in the BE09 board (CN2 or CN5)
-	 second CH pump management: cut the jumper on the 5-way con-
nector for proper CH pump function

- 	activation of TA input when OTBus present (management of zone 
valve). Do not cut the jumper
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